Balanced Digital 565 (564) Product Overview
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Balanced Digital 565 (564)
FINE BORING

Adjustable diameter for precise machining.

Wohlhaupter® Balance Digital 565 (564) boring heads feature automatic balancing with

an easy-to-read digital display. For diameter ranges above 2.559" (65.00 mm), 565 (564)
boring heads are made of lightweight aluminum. 565 (564) boring heads are specifically
engineered to minimize the residual imbalance produced by insert holder displacement.
Reverse boring applications can be achieved by rotating the insert holders.

Test the engineered lightweight boring head today.

e Diameter range: 1.969" - 8.071" (50.00 mm - 205.00 mm)

Alu-Line diameter range: 2.559" - 8.071" (65.00 mm - 205.00 mm)
— Special coating on Alu-Line for wear-resistant surface

— Alu-Line body reduces tool weight by 50%, reducing stress on the spindle

Digital readout advantage for diameter adjustments of 0.0001" (0.002 mm)

Coolant through

Internal balancing improves tool life and surface finish

Insert holder can be rotated for back boring jobs

e Max cutting speed: 6,562 SFM (2,000 m/min)

* Max coolant pressure: 580 PSI (40 bar)

. NOTE: Imperial items pictured

NOTE: Adjustment accuracy of 0.0001"

I l I or 0.002 mm on diameter

Aluminum Boring Head Steel Boring Head
2.559" - 8.071" 1.969" - 2.579"
(65.00 mm - 205.00 mm) (50.00 mm - 65.50 mm)

IMPORTANT: Max spindle speed refers to maximum possible speed for an individual boring head and is not a recommended parameter. Refer to page B10-M: 12 for recommended
application-specific parameters. Factory technical assistance is available for your specific applications through our Application Engineering department.
ext: 7611 | email: appeng@alliedmachine.com
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WOHLHAUPTER" 565 BORING HEAD
with NOVITEcH

» Boring head
565 series
Item No. 565045

» NOVITECH vibration dampening NOTE: Imperial item pictured
intermediate module NOOTE:OI;djustmegF accuracy of 0.0001"
or 0. mm on diameter
Item No. 519005

The Wohlhaupter 565 boring head with the
NOVI™H vibration dampening module provided:

/ Excellent surface finish
/ Eliminated vibration and chatter

M . 565 Boring Head
Sastie with NOV|Tecr
Product: Wohlhaupter 565 Boring Head
with NOVITEcH RPM 430 RPM
Objectives: 0.002" concentricity over the length of Speed Rate 352 SFM (107.28 m/min)
two bores spaced 14" apart
Feed Rate 0.003 IPR (0.08 mm/rev)
Material: Castiron
Hole O: 3.125" Penetration Rate 1.29 IPM (33 mm/min)
Depth: /xD Cycle Time (per hole) 3 min 32 sec
Hole Finish 155 Ra pin. (3.8 Ra um)

B10-B: 17



X3ANI

WOHLHAUPTER BORING | Fine Boring | Balanced Digital 565 (564) Boring Head

Boring Heads

Diameter Range: 1.969" - 2.579" (50.00 mm - 65.50 mm)

Ds D, Dy
NOTE: Imperial item pictured U I
NOTE: Adjustment accuracy of 0.0001" :
or 0.002 mm on diameter i
Ly
565 Digital Boring Heads Form 101 Form 20
MVS Connection Boring Range Boring Head Part No.
D, | D, A X1 X1r L Dy Weight Insert Form | Insert Holder | Boring Head
o 40-22 1.969 - 2.579 2.953 1.850 2.854 1.654 1.764 (lbs) 20 210052 565034
40 - 22 1.969 - 2.579 2.953 1.850 2.854 1.654 1.764 (lbs) 101 210062 565034
NOTE: X1y = rotated insert holder for reverse machining
NOTE: Insert holders and inserts sold separately
564 Digital Boring Heads
MVS Connection Boring Range Boring Head Part No.
D, | D,y A X1 X1r L, Ds Weight Insert Form | Insert Holder | Boring Head
Iy 40-22 50.00 - 65.50 75.00 47.00 72.50 42.00 0.80 (kg) 20 210052 564034
40-22 50.00 - 65.50 75.00 47.00 72.50 42.00 0.80 (kg) 101 210062 564034

NOTE: X1y = rotated insert holder for reverse machining

NOTE: Insert holders and inserts sold separately

B10-M: 12-15 B10-F B10: vi-vii
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© = Imperial (in)
@ = Metric (mm)

IMPORTANT: Max spindle speed refers to maximum possible speed for an individual boring head and is not a recommended parameter. Refer to page B10-M: 12 for recommended
application-specific parameters. Factory technical assistance is available for your specific applications through our Application Engineering department.

ext: 7611 | email: appeng@alliedmachine.com
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Boring Heads "
Alu-Line | Diameter Range: 2.559"-8.070" (65.00 mm - 205.00 mm) X
1
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NOTE: Imperial item pictured
NOTE: Adjustment accuracy of
0.0001" or 0.002 mm on diameter Ly
Form 20
565 Digital Alu-Line Boring Heads Form 101
MVS Connection Boring Range Boring Head Part No. o
D, | D, A X1 X1r L, Ds Weight Insert Form | Insert Holder | Boring Head
50-28 2.559 - 3.268 2.953 1.535 2.874 - 1.323 (lbs) 20 210020 565045
50-28 2.559 - 3.268 2.953 1.535 2.874 - 1.323 (lbs) 101 210063 565045 E
50-28 2.559 - 3.268 2.953 1.535 2.874 - 1.323 (lbs) 103 210064 565045
3.228 - 4.055 3.543 2.126 3.464 - 2.205 (lbs) 20 210020 565046
3.228 - 4.055 3.543 2.126 3.464 - 2.205 (Ibs) 101 210063 565046
3.228 - 4.055 3.543 2.126 3.464 - 2.205 (Ibs) 103 210064 565046
80- 36 3.937-5.118 3.543 2.126 3.464 - 3.307 (lbs) 20 210020 565047 F
o 80- 36 3.937-5.118 3.543 2.126 3.464 - 3.307 (lbs) 101 210063 565047
80- 36 3.937-5.118 3.543 2.126 3.464 - 3.307 (lbs) 103 210064 565047
80- 36 4921 -6.594 3.543 2.126 3.464 3.397 3.307 (lbs) 20 210020 565048
80- 36 4.921-6.594 3.543 2.126 3.464 3.937 4.189 (Ibs) 101 210063 565048
80- 36 4.921-6.594 3.543 2.126 3.464 3.937 4.189 (Ibs) 103 210064 565048 G
80- 36 6.398 - 8.071 3.543 2.126 3.464 5.315 4.189 (Ibs) 20 210020 565049
80- 36 6.398 - 8.071 3.543 2.126 3.464 5.315 4.189 (Ibs) 101 210063 565049
80 - 36 6.398 - 8.071 3.543 2.126 3.464 5.315 5.512 (lbs) 103 210064 565049
NOTE: X1 = rotated insert holder for reverse machining
NOTE: Insert holders and inserts sold separately H
564 Digital Alu-Line Boring Heads
MVS Connection Boring Range Boring Head Part No.
D, | Dy A X1 X1r Ly Ds Weight Insert Form | Insert Holder | Boring Head |
50-28 65.00 - 83.00 75.00 39.00 73.00 - 0.60 (kg) 20 210020 564045
50-28 65.00 - 83.00 75.00 39.00 73.00 - 0.60 (kg) 101 210063 564045
50-28 65.00 - 83.00 75.00 39.00 73.00 - 0.60 (kg) 103 210064 564045
82.00 - 103.00 90.00 54.00 88.00 - 1.00 (kg) 20 210020 564046
82.00 - 103.00 90.00 54.00 88.00 - 1.00 (kg) 101 210063 564046 J
82.00 - 103.00 90.00 54.00 88.00 - 1.00 (kg) 103 210064 564046
80-36 100.00 - 130.00 90.00 54.00 88.00 - 1.50 (kg) 20 210020 564047
@ 80-36 100.00 - 130.00 90.00 54.00 88.00 - 1.50 (kg) 101 210063 564047
80-36 100.00 - 130.00 90.00 54.00 88.00 - 1.50 (kg) 103 210064 564047 K
80-36 125.00 - 167.50 90.00 54.00 88.00 100.00 1.90 (kg) 20 210020 564048
80 - 36 125.00 - 167.50 90.00 54.00 88.00 100.00 1.90 (kg) 101 210063 564048
80 - 36 125.00 - 167.50 90.00 54.00 88.00 100.00 1.90 (kg) 103 210064 564048
80-36 162.50 - 205.00 90.00 54.00 88.00 135.00 2.50 (kg) 20 210020 564049
80-36 162.50 - 205.00 90.00 54.00 88.00 135.00 2.50 (kg) 101 210063 564049 L
80 - 36 162.50 - 205.00 90.00 54.00 88.00 135.00 2.50 (kg) 103 210064 564049
NOTE: X1 = rotated insert holder for reverse machining
NOTE: Insert holders and inserts sold separately
B10-M: 12-15 B10-F B10: vi-vii
S|\ © = Imperial (in)
g @ = Metric (mm)
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IMPORTANT: Max spindle speed refers to maximum possible speed for an individual boring head and is not a recommended parameter. Refer to page B10-M: 12 for recommended
application-specific parameters. Factory technical assistance is available for your specific applications through our Application Engineering department. =
ext: 7611 | email: appeng@alliedmachine.com g
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WOHLHAUPTER BORING | Fine Boring | Balanced Digital 565 (564) Boring Head

Insert Holder for Abrasive Materials

Diameter Range: 2.559"-8.071" (65.00 mm - 205.00 mm)

47[_1—»

Form 101/ 103 Form 20
Insert Holder
Boring Range Ly Weight Insert Form Part No.
2.559 - 8.071 0.709 0.066 (lbs) 20 211061
(i ] 2.559 - 8.071 0.709 0.066 (lbs) 101 211063
2.559 - 8.071 0.709 0.066 (lbs) 103 211065
65.00 - 205.00 18.00 0.03 (kg) 20 211061
(m] 65.00 - 205.00 18.00 0.03 (kg) 101 211063
65.00 - 205.00 18.00 0.03 (kg) 103 211065

NOTE: Insert holders used for abrasive materials to protect boring head against chip wash
NOTE: When machining grey cast iron, we recommend using insert holders for abrasive materials with CBN inserts for optimized chip removal.

B10-M: 12-15 B10-H
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A

Accessories

Screws | Battery Cover | Batteries o

e
C
T~
Part No. D
1 Service 2 3 4
Boring Head Countersunk Screw Key Clamping Screw | Service Key | Battery Cover Service Key Sealing Ring Battery*
565034 (564034) 215338 T15/H 115505 s3/B 501016 T20/H 415895 415896
565045 (564045) 215462 T20/H 315943 s4/B 501016 T20/H 415895 415896
565046 (564046) 215462 T20/H 515178 s4/B 501016 T20/H 415895 415896 E
565047 (564047) 215462 T20/H 515178 s4/B 501016 T20/H 415895 415896
565048 (564048) 215462 T20/H 515178 s4/B 501016 T20/H 415895 415896
565049 (564049) 215462 T20/H 515178 s4/B 501016 T20/H 415895 415896
*Replace both batteries F
G
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